v PRODUCT BULLETIN K~SPRAY BULLETIN NO: J-5506
A DRYWALI, ACCESSORY CETLING TEXTURE DATE: 2-12="74
PRODUCTS TEST BATCH PAGE: 1of 1
APPROVAIS: ~ PRODUCING PLANT CANCELS:
Seattle & Santa Ama DATE:
BULLETTM DESCRIPTION A POUNLS GALLOS
_;.Aj@_______l_alc 30,01 600
165 - Ground Haw Gypsum 30,01 600
446 Titanium Pigment 2.50 50
056 Wyegel Clay 2,50 50
040 Asbestos 7-D-1 | 5.01 100
187 Clay Hydrite MP 15,01 300
441 “Clay Sme Cal 50 10.01 20}
1‘54 Bene Glue .20 10
084 Casein 1.00 20
025 Ammonium Oxalate .20 4
026 Ammonium Penta Borate 23 J
506 Zinc Bxide .05 1
216 Hydrated Lime .05 1
245 Thickener M/C 228 .30 6
Q74 Burnt Umber - - 2 ocunces
L 453 | presevuative pow 75 10 2__
324 —Styyene Aggregate 2,50 50
282 Oder Mask — 2 _ounces
TOTAL 100,00 1999,26
MANUFACTURING INSTRUCTIONS: 56 bags
1. See Procesa Bulletin Ne, J-4.
2, Dry blend for a minimum of 20 minutes,
3, DPackage 32 1lps. ninimum per bag.
MALLITY CONTROL:
L‘V ‘ | IM-1B Viscesity, cc per 100 gm to give 185 to 210 ece
6" diemeter patty
TM=3A Bond Equal te Standard

KG2001239



KAISER GYPSUM COMPANY, INC.
INTER-OFFICE MEMORANDUM

To G. A, Benedicet Date  February 25, 1974
AT Delanco

CoPIEs TO : Frow W, 1,, McKinnon z%\
AT Antioch R & D

Sumiecy BULLETIN B-40A

Attached are xerox coples of Bulletin B-40A for %—" Meoisture Guard

Type X.

WIM/s¢

KG2001240



